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CAUTION: Never operate Patz equipment without all shields and guards in place. 
Safety is no accident. Before operating any piece of equipment, be sure to read 

and understand the operator’s manual. This manual should be kept with the 
machine at all times. 
Additionally, make sure all safety shields and devices are functioning properly 
and are securely in place.

For some photos in this brochure, guards were removed for photographic purposes 
only to allow viewing of the equipment features. Before operating equipment, 

all guards must be in place. Because Patz continually improves and updates 
products, Patz reserves the right to change the construction of machines or 
attachments or any part thereof without incurring any obligation to make like 

changes on Patz machines, or attachments previously delivered.  
Specifications and prices subject to change without notice.
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Watch “Reduce 
bedding costs with the 
SEPCOM™ separator”.

SEPCOM™ Separators
An affordable & efficient way to separate manure.

Standard Duty Units Horsepower Max. Throughput* Dry Matter** Manure Solids‡ Recommended for 
Cow Herd Size

015-300SD 3 hp 67 gal/min ≤30% 10 yd³/day 200

045-600SD 5 hp 198 gal/min ≤30% 24 yd³/day 400

065-900SD 7.5 hp 286 gal/min ≤30% 48 yd³/day 600

Heavy Duty/Bedding 
Units Horsepower Max. Throughput* Dry Matter** Manure Solids‡ Recommended for 

Cow Herd Size

045-620HD 15 hp 198 gal/min ≤35% 8 yd³/day 400

065-920HD 15 hp 286 gal/min ≤35% 12 yd³/day 600
*Figures are based on clean water. **Depends on type of material, operating conditions, and maintenance.
‡Based on 12 hour/daily operation.

Continuous duty—no daily greasing, low maintenance units
Process material when you want/need
Stainless steel construction
Strong wedge wire dewatering screens
Choice of screens

Precision stainless steel, hard-surfaced screw or Patented modular SINT™ polymer screw 
(SINT™ available in standard-duty unit only).
Compact design and easy-to-operate equipment
Low amp draw with minimal power

Pulp Paper Food Compost Dairy Manure Hog Manure

Proven Performers 
in a variety of 
applications!


